_ PRODUCT DATASHEET

RTEC L-L AD327W

® Apparel/retail management RF SepCIflcatlons

EPC Global Class 1 Gen2
ISO18000-6C

e Asset Management RF Air Protocol

o Logistics management

« ARC Certified Operating Frequency  UHF 860-960 MHz

Environment o .
Optimized on Air

Compeatibility
Read Range Upto10m
Polarization Linear
. . IC Type UXP Uncode 9
Environmetal Sepcifications
Operatin Memory Configuration EPC 96bit
perating -30°C to +85°C
Temperature Data Storage > 10 years
Ambient . . i .
-30°Cto +85°C Re-write 100,000 times
Temperature
IP Classfication IP54 Customization Printing,Encoding,Barcode,
) - ) Designing,etc
Mechanical Sepcifications
Tag Materials PET/Coated paper Ratual pertormanae will e cfferent f different roadr haraware and output power o appiied,
Antenna Size 42.5%17mm
Attachment Industry grade adhesive
Color Dry/Wet/White (Standard)
Standard Packing Dry 10000 pcs/reel RTEC China _
\/\/gt SOOOpEs/reeI L3 Enterprise accelerator B, RTEC Singapore
White 2000pcs/reel Scientific innovation District, 57 Mohamed Sultan Road
MianYang City #01-05 Sultan Link
Sichuan, China 621000 Singapore 238997
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fTEC " Revolution oF IDeas www.rfrid.com Product inquiry: Sales@rfrid.com




	页 1

