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Mechanical�Sepcifications

RF�Sepcifications

Order�Information

Environmetal�Sepcifications

RTEC�Singapore

RTEC China

57 Mohamed�Sultan�Road
#01-05�Sultan�Link
Singapore�23899

Customization�Options

7

L3�Enterprise�accelerator�B,������
Scientific�innovation�District,�
MianYang�City
Sichuan,�China�621000�

       

   

     

    

Encoding

Appearance

Customized appearance design, including logo, barcode, text on 

the PET label etc.

Pre-encoding based on customers' specification, including EPC,

User memory and other requests.

Clothing management

Shoe retail

Hangbag retail 

Asset management

Easy to intall and remove

-30°C to +85°C

-30°C to +85°C

IP68

MIL STD 810-F

CE approved

RoHS approved

ATEX/IECEx certified
1 year

IP Classfication

Shock and Vibration

Certifications

Warranty

Operating

Temperature
Ambient

Temperature

Tag Materials Industry grade plastics

Surface Materials Industry grade plastics

Dimensions

Weigh

74 x 28.7 mm

t

Attachmen

15.1 g

t

Colo

Clip

r Cool Gary

RF Air Protocol
EPC Global Class 1 Gen2

ISO18000-6C

UHF 860-960 MHz

Optimized on air

Line

Up to 4 m 

ar

NXP Ucode9

Read Rang

EPC 96bit 

e

IC Type

Environment

Compatibility

Polarization

Memory Configuration

Operating Frequency

Product #

Product Nam

RTEC ROD Clip

e RTEC ROD Clip
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