
Detail Specifications

LCD Panel

Electrical 
performance

Touch

65”

DLED

75” 86”

1428.48*803.52 1649.66*927.93 1895.04*1065.96 

≤250W ≤300W ≤400W

10 bit 1.07B

>400cd/m2

178°

>50,000 hours

IR touch; 50 points in Windows 20 points in  Android; HIB Free drive

≤ 6ms

15W*2 / 8Ω;  (2.1EDR with 20 * 2 as option)Speakers

Working 
Environment

Accessories

- 20℃  ～ 60℃

Screen Size

FC-65LED FC-75LED FC-86LEDModel No

Screen Type

Resolution

Color

Active Size(mm)

Brightness

Contrast

Viewing Angle

I/O Interfaces

Input Ports: HDMI, LAN(RJ45), AV in(mini),USB 3.0, USB2.0, RS232 , Touch USB, OPS Slot 
Output Ports: SPDIF, Earphone, AV OUT, 
Other Ports as option: Type-C, DP,HDMI-out,RJ45-out
(I/O Interfaces are different according to different Android versions.) 

AG Glass

Backlight Lifetime

Max Power

Standby Power

Voltage

Touch Technology

Touch Items

Response Speed

Operation System

Power

Working Temperature

Storage Temperature

Power cable*1 pcs; Remote controller*1 pcs; Touch pen*1 pcs; QC&Warranty card*1 pcs;Wall mount brackets*1 pcs; 
OPS and Mobile stand as option

System Android 11.0/12.0/13.0 , 4G/8G RAM , 32G/64G/128G ROM

≤0.5W

4000:1 (according to panel brand)

Tempered explosion-proof glass 3.2 mm

Finger, Pen, any opaque objects

Support Windows, Android, Mac OS, Linux

 0℃   ～ 40℃ 

Working Humidity 10%-90% non-condensing

110-240V(AC), 50/60Hz

3840(H)×2160(V) (UHD)

Interactive Flat Panel

Capacitive Touch  Technology

4K

4K Display

20
20 Points Application

Expansion
Dual SystemWireless

Multi-Screen
Smart Writing Interactive

Presentation
Online Meeting

CI Series 



Multi Users & Convenient 
Presentation
Smart writing interactive whiteboard, support 20/50 points 
finger touch, with easy annotation and gesture eraser. 

0.5mm 
writing height

0.006S
Writing rate

Intelligent 
board eraser

0.006

Vote,Fast file transfer,Recording Screen,Animated 
wallpaper etc. to meet the demands of various 
senarios.

Multi Tools

Note Software Features
It includes various writing tools and mind 
map,form,instrument that easy the presentation.

Dual Application Operation
Operate two applications when there's demand of 
multiple usage scenarios.

Wireless Screen Share
Projection software (free activation) supports 4 split 
screens,9 users. Counterattack control is available for 
Windows,Android and Mac system.


