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■ Products code: HCA101

■ 3AV3 contact box

■ Model: CH3-35Q/660

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.

■ Products code: HCA102

■ 3AV3 contact box (improved type)

■ Model: CH3-35Q/660P

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.
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■ Products code: HCA103

■ 3AV3 contact box (three-way A type)

■ Model: CH3-35Q/660/3T

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.

■ Products code: HCA104

■ 3AV3 contact box (three-way B type)

■ Model: CH3-35Q/660/3T

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm
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■ Products code: HCA105

■ ABB contact box (three-way improved type)

■ Model: CH3-35Q/660P/3T

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.

■ Products code: HCA106

■ 3AV3 contact box (patent type)

■ Model: CH3-35Q/660P

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.
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■ Products code: HCA107

■ ABB contact box

■ Model: CH3-35Q/606/280

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.

■ Products code: HCA108

■ ABB contact box (improved type)

■ Model: CH3-35Q/660P/280

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.
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■ Products code: HCA109

■ ABB contact box (enhanced type)

■ Model: CH3-35Q/660P/275

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.

■ Products code: HCA110

■ ABB contact box (enhanced type)

■ Model: CH3-35Q/606P/280

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.
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■ Products code: HCA111

■ ABB contact box (enhanced type)

■ Model: CH3-35Q/606P/300

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.

■ Products code: HCA112

■ ABB contact box (three-way improved type)

■ Model: CH3-35Q/606P/280/3T

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.
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■ Products code: HCA113

■ 3AV3 contact box (for KYN58)

■ Model: CH3-35Q/550

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.

■ Products code: HCA114

■ 3AV3 contact box (with transformer)

■ Model:LDCGSJ99-40.5

Technical parameters:

Rated voltage:40.5kV; power frequency withstand voltage: 95kV/1min;

Partial discharge: 44.6kV<5pC; lightning impulse withstand voltage: 185kV;

Vitrification temperature: ≥105℃; creepage distance: >810mm.
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■ Products code: HCA121

■ 3AV3 bent plate

■ Model: WB-40.5/60

■ Products code: HCA122

■ 3AV3 bent plate

■ Model: WB-40.5/80

■ Products code: HCA123

■ 3AV3 bent plate

■ Model: WB-40.5/140

■ Products code: HCA124

■ 3AV3 bent plate

■ Model: WB-40.5/150
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■ Products code: HCA125

■ 3AV3 bent plate

■ Model: WB-40.5/180

■ Products code: HCA126

■ 3AV3 bent plate

■ Model: WB-40.5/558×412×57

■ Products code: HCA127

■ ABB bent plate

■ Model: WB-40.5/558×412×122

■ Products code: HCA128

■ ABB bent plate

■ Model: WB-40.5/558×412×192
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■ Products code: HCA131

■ 3AV3 bushing

■ Model: TG5-35Q/Ø260×395

Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.

■ Products code: HCA132

■ 3AV3 bushing

■ Model: TG3-35Q/Ø220×450

Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810m

■ Products code: HCA133

■ 3AV3 bushing

■ Model: TG3-35Q/Ø180×500

Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.

■ Products code: HCA134

■ 3AV3 bushing

■ Model: TG3-35Q/Ø180×550

Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.
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■ Products code: HCA135
■ 3AV3 bushing (with shield)
■ Model: TG3-35Q/Ø180×500P
Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.

■ Products code: HCA136
■ 3AV3 bushing (with shield)
■ Model: TG3-35Q/Ø190×208×445P
Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.

■ Products code: HCA137
■ 3AV3 bushing (with shield)
■ Model: TG3-35Q/Ø220×450P
Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.

■ Products code: HCA138
■ 3AV3 bushing (with shield)
■ Model: TG3-35Q/Ø260×395P
Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.
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■ Products code: HCA139

■ 3AV3 bushing (improved type)

■ Model: TG3-35Q/Ø1260×395P

Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.

■ Products code: HCA140

■ 3AV3 bushing (with shield)

■ Model: TG3-35Q/Ø260×420P

Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.

■ Products code: HCA141

■ 3AV3 bushing (with shield)

■ Model: TG3-35Q/Ø260×450P

Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.

■ Products code: HCA142

■ 3AV3 bushing (plateau type) (3000MASL)

■ Model: TG3-35Q/Ø260×420P

Rated voltage: 40.5kV; Partial discharge: 28kV/1pC;

Power frequency withstand voltage: 95kV/1min;

Lightning impulse withstand voltage: 200kV;

Vitrification temperature: ≥105℃; Creepage distance: >810mm.
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■ Products code: HCA151

■ Insulator (or transducer)

■ Model: ZJ-35Q/Ø140×320

■ Products code: HCA152

■ Insulator (or transducer)

■ Model: ZJ-35Q/Ø140×380

■ Products code: HCA153

■ Insulator

■ Model: ZJ-35Q/Ø163×320

■ Products code: HCA154

■ Insulator

■ Model: ZJ-35Q/Ø135×380
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■ Products code: HCA201
■ Contact box
■ Model: CH3-24Q/185
■ Rated current: ≤400A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA202
■ Contact box
■ Model: CH3-24Q/225
■ Rated current: 630~1600A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA203
■ Contact box
■ Model: CH3-24Q/250
■ Rated current: 2000~2500A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.
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■ Products code: HCA204
■ Contact box
■ Model: CH3-24Q/252
■ Rated current: 3150~4000A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA205
■ Contact box (improved type)
■ Model: CH3-24Q/225P
■ Rated current: 630~1600A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA206
■ Contact box
■ Model: CH3-24Q/205×225×350P
■ Rated current: 630~1600A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.
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■ Products code: HCA207
■ Contact box
■ Model: CH3-24Q/205×225×355P
■ Rated current: 630~1600A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA208
■ Contact box
■ Model: CH3-24Q/250×250×380P
■ Rated current: 2000~2500A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA209
■ Contact box
■ Model: CH3-24Q/250×250×385P
■ Rated current: 2000~2500A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.
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■ Products code: HCA210
■ Contact box
■ Model: CH3-24Q/250×250×395P
■ Rated current: 2000~2500A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA211
■ Contact box
■ Model: CH3-24Q/274×274×395P
■ Rated current: 2500~4000A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA212
■ Contact box
■ Model: CH3-24Q/256×256×367P
■ Rated current: 2000~4000A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.
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■ Products code: HCA213
■ Contact box
■ Model: CH3-24Q/274×274×353P
■ Rated current: 3150~4000A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA214
■ Contact box
■ Model: CH3-24Q/Ø193×165×180P
■ Rated current: 630~1600A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA215
■ Contact box
■ Model: CH3-24Q/Ø235×214×214P
■ Rated current: 2000~4000A

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.
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■ Products code: HCA221
■ Bushing
■ Model: TG3-24Q/175×255×218

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA222
■ Bushing
■ Model: TG3-24Q/140×200×310

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA223
■ Bushing
■ Model: TG3-24Q/175×255×310

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.
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■ Products code: HCA224
■ Bushing
■ Model: TG3-24Q/175×230×330

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA225
■ Bushing
■ Model: TG3-24Q/175×235×310

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA226
■ Bushing
■ Model: TG3-24Q/162×162×280

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.
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■ Products code: HCA227
■ Bushing
■ Model: TG3-24Q/180×180×280P

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA228
■ Bushing
■ Model: TG3-24Q/190×190×330P

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA229
■ Bushing
■ Model: TG3-24Q/210×210×280P

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.
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■ Products code: HCA231
■ 24kV Insulator (or transducer)
■ Model: ZJ-24Q/Ø110×225

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.

■ Products code: HCA232
■ 24kV Insulator (or transducer)
■ Model: ZJ-24Q/Ø80×225

Partial discharge: 26.4kV<10pC, 21kV≤2pC;

Power frequency withstand voltage: 65kV/1min;

Lightning impulse withstand voltage: 125kV;

Vitrification temperature: ≥105℃; Creepage distance: >480mm.
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■ Products code: HCA301
■ Contact box
■ Model: CH3-10Q/150
■ Rated current: 630~1250A

■ Products code: HCA302
■ Contact box
■ Model: CH3-10Q/180
■ Rated current: 1250~1600A

■ Products code: HCA303
■ Contact box (improved type)
■ Model: CH3-10Q/190
■ Rated current: 1250~1600A

■ Products code: HCA304
■ Contact box
■ Model: CH3-10Q/208
■ Rated current: 1600~2500A
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■ Products code: HCA305
■ Contact box
■ Model: CH3-10Q/250
■ Rated current: 2500~4000A

■ Products code: HCA306
■ Contact box
■ Model: CH3-10Q/270
■ Rated current: ≥4000A

■ Products code: HCA307
■ Contact box (heightened type)
■ Model: CH3-10Q/280
■ Rated current: 630~1250A

■ Products code: HCA308
■ Contact box (with heat sink)
■ Model: CH3-10Q/250
■ Rated current: ≥3150A
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■ Products code: HCA309
■ Contact box (for VD4)
■ Model: CH3-10Q/150
■ Rated current: 630~1250A

■ Products code: HCA310
■ Contact box (improved type)
■ Model: CH3-10Q/208
■ Rated current: 1600~2500A
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■ Products code: HCA321
■ Bushing
■ Model: TG3-10Q/110×180

■ Products code: HCA322
■ Bushing
■ Model: TG3-10Q/140×200

■ Products code: HCA323
■ Bushing
■ Model: TG3-10Q/140×200×230

■ Products code: HCA324
■ Bushing
■ Model: TG3-10Q/140×175×260
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■ Products code: HCA325
■ Bushing
■ Model: TG3-10Q/140×200×270

■ Products code: HCA326
■ Bushing for ring main unit
■ Model: TG3-10Q/128 100×100

■ Products code: HCA327
■ KYN bushing
■ Model: TG3-10Q/182 125×125

■ Products code: HCA328
■ JYN bushing
■ Model: TG3-10Q/210 152×152
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■ Products code: HCA401
■ HV insulator (FN7)
■ Model: ZJ-10Q/Ø65×140

■ Products code: HCA402
■ HV insulator (FN5)
■ Model: ZJ-10Q/Ø70×130

■ Products code: HCA403
■ HV insulator
■ Model: ZJ-10Q/Ø70×140

■ Products code: HCA404
■ HV insulator
■ Model: ZJ-10Q/Ø75×140
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■ Products code: HCA405
■ HV insulator
■ Model: ZJ-10Q/Ø80×140

■ Products code: HCA406
■ HV insulator
■ Model: ZJ-10Q/Ø85×140

■ Products code: HCA407
■ HV insulator
■ Model: ZJ-10Q/Ø85×145

■ Products code: HCA408
■ HV insulator
■ Model: ZJ-10Q/Ø100×130
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■ Products code: HCA413
■ HV insulator
■ Model: ZJ-10Q/Ø75×140

■ Products code: HCA414
■ HV insulator
■ Model: ZJ-10Q/Ø80×210

■ Products code: HCA415
■ HV insulator
■ Model: ZJ-10Q/Ø140×330

■ Products code: HCA416
■ HV insulator
■ Model: ZJ-10Q/Ø135×380
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■ Products code: HCA511
■ Transducer
■ Model: CG101-12Q/Ø90×130

■ Products code: HCA512
■ Transducer
■ Model: CG102-12Q/Ø95×140

■ Products code: HCA513
■ Transducer
■ Model: CG103-12Q/Ø100×140

■ Products code: HCA514
■ Transducer
■ Model: CG104-12Q/Ø100×140
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■ Products code: HCA515
■ Transducer
■ Model: CG105-12Q/Ø100×170

■ Products code: HCA516
■ Transducer
■ Model: CG106-12Q/Ø105×140

■ Products code: HCA517
■ Transducer
■ Model: CG107-12Q/Ø100×125

■ Products code: HCA518
■ Transducer
■ Model: CG201-24Q/Ø110×225(210~240)
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■ Products code: HCA520
■ Transducer
■ Model: CG201-35Q/Ø140×320

■ Products code: HCA521
■ Transducer
■ Model: CG201-35Q/Ø130×380

■ Products code: HCA522
■ Transducer
■ Model: CG201-35Q/Ø155×380
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■ Products code: HCA531
■ 254 bi-pass bushing

■ Products code: HCA532
■ 260 umbrella-type bushing

■ Products code: HCA533
■ three-way bushing

■ Products code: HCA534
■ four-way bushing
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■ Products code: HCA605
■ VS1 insulating tube
■ Model: JYT-10Q/630~1600A

■ Products code: HCA606
■ VS1 insulating tube
■ Model: JYT-10Q/2000~4000A
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■ Products code: HCA607
■ VS1 insulating tube (Eaton type)
■ Model: JYT-10Q/630~1600A

■ Products code: HCA608
■ VS1 insulating tube ( plateau type)
■ Model: JYT-10Q/630~1600A
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■ Products code: HCA611
■ 24kV contact arm sleeve
■ Dimensions: Ø105×338.5

■ Products code: HCA612
■ 24kV contact arm sleeve
■ Dimensions: Ø105×300

■ Products code: HCA613
■ 24kV contact arm sleeve
■ Dimensions: Ø132×170

■ Products code: HCA614
■ Shutter push plate
■ Dimensions: 156×271×25
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■ Products code: HCA615
■ 24kV insulating lever (fixed type)
■ Dimensions: Ø82×218

■ Products code: HCA616
■ 24kV insulating lever (adjustable type)
■ Dimensions: Ø82×180

■ Products code: HCA617
■ 10kV insulating lever (fixed type)
■ Dimensions: Ø80×178

■ Products code: HCA618
■ 24kV insulating lever (adjustable type)
■ Dimensions: Ø80×135
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■ Products code: HCA701
■ Contact arm sleeve
■ Dimensions: Ø46×290 (250, 230, 210)

■ Products code: HCA702
■ Contact arm sleeve
■ Dimensions: Ø51×290 (250, 230, 210)

■ Products code: HCA704
■ Upper insulating cover
■ Model: JV2
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■ Products code: HCA705
■ Middle insulating cover
■ Model: JV3

■ Products code: HCA706
■ Lower insulating cover
■ Model: JV1

■ Products code: HCA707
■ Conjoined insulator
■ Model: ZNZX1-10Q/630~1600A

■ Products code: HCA708
■ Conjoined insulator
■ Model: ZNZX1-10Q/2000~3150A
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■ Products code: HCA709
■ Conjoined insulator
■ Model: ZNZX1-24Q/630~1600A

■ Products code: HCA710
■ Conjoined insulator
■ Model: ZNZX1-24Q/2000~3150A

■ Products code: HCA711
■ Conjoined insulator (for 35kV PT trolley)
■ Model: ZNJ7-40.5B

■ Products code: HCA712
■ Conjoined insulator (for 35kV PT trolley)
■ Model: ZNJ7-40.5A
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■ Products code: HCA712-1
■ 24kV conjoined insulator (improved type)

■ Products code: HCA713
■ 24kV conjoined insulator (JV4)

■ Products code: HCA714
■ 24kV plug board
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■ Products code: HCA901
■ Insulating lever with sheath
■ Model: ZN28-10Q/20~31.5KA

■ Products code: HCA902
■ Supporting bar
■ Model: ZN28-10Q/20~31.5KA

■ Products code: HCA903
■ Insulating lever
■ Model: ZN23

■ Products code: HCA904
■ Supporting bar
■ Model: ZN23

■ Products code: HCA905
■ Insulating lever
■ Model: ZN85-40.5

■ Products code: HCA906
■ Insulating lever
■ Model: ZN85-40.5


