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欧式可触摸分离式母线

MX 12/24KV-630A/1250A European Type Touchable Separable Busbar

概述 General

母线系统可用于 12/24kV GIS 系统开关柜之间的母线连接，适合最小中心距为 280mm,适合最大电流 630A、

1250A。上述母线系统采用螺栓压接结构，柔性连接对于拼接柜体高度误差不敏感。

母线与 630A十字接头、丁字接头组合，安装在开关的插座上，可实现多台负荷开关的串接，是组合型环网柜

的优选方案。

欧式十字接头、丁字接头配套母钱长度可根据客户要求任意定制。

Busbar system can be used between 12kV GIS switchgear systems, busbar connection for a minimum center distance

of 280mm, suitable for the maximum current 630A, 1250A. The above busbar system uses a bolt crimping structure,

and the flexible connection is not sensitive to the height error of the splicing cabinet.

The busbar is combined with the 630A +-connector and T-connector. It is installed on the socket of the switch and can

realize the series connection of multiple load switches. It is the preferred solution for the combined ring main unit.

European-style +-connector and T-connector can be arbitrarily customized according to customer requirements.

注：长度可根据客户要求定制。

Note: the length can be customized according to customer requirements.

电压等级：8.7/15kV, 18/24kV

型号：8.7/15kV〜630A(1250A), 18/24kV〜630A(1250A)

产品特点：用于开关柜之间母线连接, 电流 630A。

Voltage: 8.7/15kV, 18/24kV

Model: 8.7/15kV~630A (1250A), 18/24kV〜630A(1250A)

Features: Used for busbar connection between switchgears, current 630A.
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产品结构 Product Structure

①630A/1250A设备套管

630A/1250A equipment bushing

②M16/12双头变径螺杆

M16/12 double-head reducing screw

③丁字接头（终端接头）T-connector (terminal fitting)

④金属平衡垫 metal balance pad

⑤平垫 flat washer

⑥弹簧垫片 spring washer

⑦M12螺母 M12 nut

⑧绝缘堵头 insulation plug

⑨后盖（黑）back cover (black)

⑩铜母线夹 copper busbar holder

⑪屏蔽母线 shielding busbar

⑫十字接头 +-connector

⑬地线 earthing

⑭密封胶 sealant
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订货信息 Ordering Information

屏蔽母线：加工长度 L以两开关设备套管中心距为依据，订货时务必提供参数；若以母线长度为依据，请明

确。

Shielding busbar: The processing length L is based on the center distance between the bushings of the two switchgears,

and parameters must be provided when ordering; if the busbar length is used as the basis, please specify.

产品名称 product name 产品型号 product model

12KV欧式可触摸分离式母线

12KV European Style Touchable Detachable Busbar

MX 12kV-630A

MX 12kV-1250A

24KV欧式可触摸分离式母线

24KV European Style Touchable Detachable Busbar

MX 24kV-630A

MX 24kV-1250A

开关柜连接

Switchgear connection

丁字接头

T- connector

十字接头

+-connector

母线（按中心距的长度）

Busbar (according to the center distance)

二连柜 two cabinets 2 sets / 1set

三连柜 three cabinets 2 sets 1set 2sets

四连柜 four cabinets 2 sets 2sets 3sets

五连柜 five cabinets 2 sets 3sets 4sets

六连柜 six cabinets 2 sets 4sets 5sets

n连柜 n cabinets 2 sets (n-2) sets (n-1) sets
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欧式可触摸分离式十字接头

SZJT 12/24KV-630A/1250A European Style Touchable Detachable +-Connector

概述 General

十字接头适用于 ABB、西门子、施耐德等品牌；环网柜开关的顶部或底部全绝缘、全密封连接，有屏蔽与非

屏蔽两种。与负荷开关橾准插座匹配，也用于带开关分支箱中。对负荷开关实现了全密封、全绝缘连接。完全

避免了高压裸露在恶劣天气下所带来的致命缺陷。用丁字接头、十字接头母线系统组合成的环网柜造价低、可

靠性高。

The +-connector is suitable for ABB, Siemens, Schneider and other brands; the top or bottom of the ring network

cabinet switch is fully insulated and fully sealed. There are two types, shielded and unshielded. It matches the standard

socket of the load switch and is also used in branch boxes with switches . Fully sealed and fully insulated connection

is realized for the load switch. It completely avoids the fatal defects caused by high voltage exposure in bad weather.

The ring network cabinet composed of T-connector and +-connector busbar system has low cost and high reliability.

电压等级：8.7/15kV, 18/24kV

型号：8.7/15kV~630A(1250A), 18/24kV~630A(1250A)

产品特点：用于开关柜与柜之间母线连接, 电流 630A

Voltage: 8.7/15kV, 18/24kV

Model: 8.7/15kV~630A (1250A), 18/24kV~630A (1250A)

Features: For the bus connection between cabinets, current 630A-1250A.
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标准包装 Standard Packaging

* 欧式十字接头本体 European style +-connector body

* 套筒 sleeve

* 绝缘堵头 insulation plug

* 后盖 rear cover

* 金属平衡垫 metal balance pad

* 上下铜母线夹 upper and lower copper bus holder

* M16/12双头螺杆 M16/12 double-head screw

* M12螺母、平垫、弹垫

M12 nut, flat washer, spring washer

* 卷尺 tape

* 尼龙绳 nylon rope

* 美工刀 utility knife

* 创可贴 band Aid

* 清洁纸 cleaning paper

* 硅脂膏 silicone grease

* 手套（白） gloves (white)

* 手套（黄） gloves (yellow)

* 手套（一次性） gloves (disposable)

* 密封胶（红色） sealant (red)

* BDD-50半导电自粘带

BDD-50 semi-conductive self-adhesive tape

* PVC电气胶带（红、黄、緑）

PVC electrical tape (red, yellow, green)

* 合格证 certificate of quality

* 安装指导说明书 installation instruction manual

订货信息 Ordering Information

产品名称 product name 产品型号 product model

12KV欧式可触摸分离式十字接头

12KV European Style Touchable Detachable +-connector

SZJT 12kV-630A

SZJT 12kV-1250A

24KV欧式可触摸分离式十字接头

24KV European Style Touchable Detachable +-connector

SZJT 24kV-630A

SZJT 24kV-1250A
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欧式可触摸分离式丁字接头

DZJT 12/24KV-630A/1250A European Style Touchable Detachable T-Connector

概述 General

丁字接头适用于 ABB、西门子、施耐德等品牌；环网柜开关的顶部或底部全绝缘、全密封连接，有屏蔽与非

屏蔽两种，与负荷开关标准插座匹配，也用于带开关分支箱中。对负荷开关实现了全密封、全绝缘连接。完全

避免了高压裸露在恶劣天气下所带来的致命缺陷。用丁字接头、十字接头母线系统组合成的环网柜造价低、可

靠性高。

The T-connector is suitable for ABB, Siemens, Schneider and other brands; the top or bottom of the ring network

cabinet switch is fully insulated and fully sealed. There are two types, shielded and unshielded. It matches the standard

socket of the load switch and is also used in branch boxes with switches . Fully sealed and fully insulated connection

is realized for the load switch. It completely avoids the fatal defects caused by high voltage exposure in bad weather.

The ring network cabinet composed of T-connector and +-connector busbar system has low cost and high reliability.

电压等级：8.7/15kV, 18/24kV

型号：8.7/15kV~630A(1250A), 18/24kV~630A(1250A)

产品特点：用于开关柜与柜之间母线连接, 电流 630A

Voltage: 8.7/15kV, 18/24kV

Model: 8.7/15kV~630A (1250A), 18/24kV~630A (1250A)

Features: For the bus connection between cabinets, current 630A-1250A.
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标准包装 Standard Packaging

* 欧式丁字接头本体 European style T-connector body

* 套筒 sleeve

* 绝缘堵头 insulation plug

* 后盖 rear cover

* 金属平衡垫 metal balance pad

*上下铜母线夹 upper and lower copper bus holder

* M16/12双头螺杆 M16/12 double-head screw

* M12螺母、平垫、弹垫

M12 nut, flat washer, spring washer

* 卷尺 tape

* 尼龙绳 nylon rope

* 美工刀 utility knife

* 创可贴 band Aid

* 清洁纸 cleaning paper

* 硅脂膏 silicone grease

* 手套（白） gloves (white)

* 手套（黄） gloves (yellow)

* 手套（一次性） gloves (disposable)

* 密封胶（红色） sealant (red)

* BDD-50半导电自粘带

BDD-50 semi-conductive self-adhesive tape

* PVC电气胶带（红、黄、緑）

PVC electrical tape (red, yellow, green)

* 合格证 certificate of quality

* 安装指导说明书 installation instruction manual

订货信息 Ordering Information

产品名称 product name 产品型号 product model

12KV欧式可触摸分离式丁字接头

12KV European Style Touchable Detachable T-connector

DZJT 12kV-630A

DZJT 12kV-1250A

24KV欧式可触摸分离式丁字接头

24KV European Style Touchable Detachable T-connector

DZJT 24kV-630A

DZJT 24kV-1250A
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绝缘帽

JYM 12/24KV-630A Insulating Cap

概述 General

12kV 630A 绝缘帽是带电套管的附属配件，为带电套管提供绝缘封套，对不带电的接头提供防尘、防潮封套。

630A 绝缘帽可以安装在 630A 套管、母排及壁挂等设备上，当母排和电缆接头预留有备用出线时，必须用 630A

绝缘帽将其密封。

The 12/24kV 630A insulating cap is an accessory of the live bushing. It provides an insulating cover for the live

bushing and a dustproof and moisture-proof cover for the uncharged joints.

The 630A insulating cap can be installed on 630A bushings, busbars and wall hanging equipment. When the busbar

and cable joints are reserved for spare outlets, they must be sealed with 630A insulating caps.

型号描述 Type Description

产品结构 Product Structure

1、 操作环：由特制铁金属制成，方便产品的安装与操作；

2、 绝缘层：特有配方和混合技术确保预制绝缘挂橡胶的优质品质；

3、 外半导电层：预制式的导电硅橡胶符合 IEEE592标准；

4、 内螺纹：内部螺纹为M16-2;

5、 接地眼：通过接地眼，使产品接地。

1. Operation ring: made of special iron metal, which is convenient for product installation and operation;

2. Insulation layer: unique formula and mixing technology ensure the high quality of prefabricated insulating silicone
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rubber.

3. Outer semi-conductive layer: prefabricated conductive silicone rubber conforms to IEEE592 standard;

4. Internal thread: the internal thread is M16-2;

5. Grounding eye: ground the product through the grounding eye.

产品构造图

product structure

标准包装 Standard Packaging

* 绝缘帽本体 insulating cap body

* 清洁纸 cleaning paper

* 硅脂膏 silicone grease

* 合格证 certificate of quality

* 安装指导说明书 installation instruction manual

订货信息 Ordering Information

产品名称 product name 产品型号 product model

12KV绝缘帽

12KV insulating cap
JYM 12kV/630A

24KV绝缘帽

24KV insulating cap
JYM-24kV/630A
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欧式可触摸分离式前接头

JB 12/24KV-630A European Style Touchable Detachable Front Joint

应用 Application

* 通过 630A预制式接头实现单相或三相绝缘电缆和变压器、开关柜、分支箱等其他设备的连接。

* 适用于户内和户外安装。

* 额定电压：8.7/15kV, 18/24kV

* 持续额定电流 630A; （900A过载可持续 8小时）

* 可扩展(JBK)后接头或（HBLQ)系列避雷器，实现多路安装或提供过电压保护。

* 电缆特性：

-铜或铝导体

-具有半导电或金属屏蔽

-电缆导体截面：12kV 25-500mm2, 24kV 25-500mm2

* Connect single-phase or three-phase insulated cables to transformers, switchgears, branch boxes and other

equipment through 630A prefabricated connectors.

* Suitable for indoor and outdoor installation.

* Rated voltage: 8.7/15kV, 18/24kV

* Continuous rated current 630A; (900A overload can last for 8 hours)

* Extendable (JBK) rear connector or (HBLQ) series surge arrester to achieve multi-channel installation or provide

overvoltage protection.

* Cable characteristics:

-Copper or aluminum conductor

-Has semi-conductive or metal shield

-Cable conductor cross section: 12kV 25-500mm2, 24kV 25-500mm2

b7dd3950-87b3ed8d-999b0e14-cd2b23fc
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型号描述 Type Description

性能 Feature

* 当与适合的套管或插头配合时，提供全屏蔽和全密封可分离连接；

* 可长期在水下和其他恶劣的条件下运行；

* 内置式电容测试点用以测定线路带电状态，须与带电显示器配合使用；

* 无最小相间安全距离要求；

* 安装可以是垂直、水平或任意角度

* When mated with a suitable bushing or plug, it provides a fully shielded and fully sealed detachable connection;

* Can be operated under water and other harsh conditions for a long time;

* The built-in capacitance test point is used to determine the charged state of the circuit, and must be used in

conjunction with the charged display;

* No requirements for minimum safety distance between phases;

* The installation can be vertical, horizontal or any angle

产品结构 Product Structure

1、双头螺栓：金属螺栓确保导体和套管紧密配合。

2、绝缘层：特有的配方和混合技术确保预制绝缘硅橡胶的优质品质。

3、绝缘子：环氧树脂绝缘子内含有带螺纹金属件可以确保与双头螺栓紧密配合。

4、内半导电层：预制的导电硅橡胶有效的控制电气应力。

5、应力锥：不同尺寸的应力锥配合电缆接头使用，能确保水密封以及电缆应力释放。

6、接地眼：预注到外屏蔽中用于接地线的连接。

7、外半导电层：预制的导电橡胶与电缆屏蔽层搭接使屏蔽连续，并确保外半导电层处于接地状态。

8、压接端子：全铜或铜铝压接端子适用于铜或铝导体。

1. Double-headed bolts: Metal bolts ensure that the conductor and the bushing are tightly matched.

2. Insulation layer: unique formula and mixing technology ensure the high quality of prefabricated insulating silicone

rubber.

3. Insulator: The epoxy resin insulator contains threaded metal parts to ensure a close fit with the stud bolts.
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4. Inner semiconducting layer: Prefabricated conductive silicone rubber effectively controls electrical stress.

5. Stress cone: Stress cones of different sizes are used with cable joints to ensure water sealing and cable stress relief.

6. Grounding eye: pre-injected into the outer shield for the connection of the grounding wire.

7. Outer semiconducting layer: The prefabricated conductive rubber overlaps with the cable shielding layer to make

the shielding continuous and ensure that the outer semiconducting layer is grounded.

8. Crimping terminal: All-copper or copper-aluminum crimping terminal is suitable for copper or aluminum

conductor.

图一：外形尺寸图 图二： 产品构造图

figure 1: overall dimensions figure 2: product structure

安装 Installation

* 无需任何特殊工具，包带或填充；

* 电缆接头安装到相关部件后立即通电运行；

* 提供常规的装配件及安装说明书。

* (特殊要求请与我司联系）

* No special tools, straps or padding required;

* The cable connector is energized and operated immediately after being installed to the relevant parts;

* Provide regular assembly parts and installation manual.

* (Please contact our company for special requirements)
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标准包装 Standard Packaging

* 欧式前接头本体 European style front joint body

* 应力锥 stress cone

* 绝缘子 insulator

* 防尘帽 dust cap

* 压接端子（铜或铜铝）

crimp terminal (copper or copper aluminum)

* 套筒扳手 socket wrench

* M16/12双头螺杆 M16/12 double-head screw

* M12螺母、平垫、弹垫

M12 nut, flat washer, spring washer

* 卷尺 tape

* 砂纸 sandpaper

* 美工刀 utility knife

* 创可贴 band Aid

* 清洁纸 cleaning paper

* 硅脂膏 silicone grease

* 手套（白、黄） gloves (white, yellow)

* 手套（一次性） gloves (disposable)

* 密封胶（红色） sealant (red)

* 尼龙扎带（卡扣） nylon cable tie (buckle)

* PVC电气胶带（红、黄、緑）

PVC electrical tape (red, yellow, green)

* 合格证 certificate of quality

* 安装指导说明书 installation instruction manual

12KV 电缆型号配置表 12KV Cable Type Configuration Table

产品型号

Product model

多股线芯绞成同心的电缆截

面积

Conductor cross section (mm2）

电缆绝缘层外径

Cable insulation outer

diameter (mm)

电缆型号

Cable type

对应代号

Corresponding code

JB-12/630-25 25 16.6 8.7/15 O

JB-12/630-35 35 17.6 8.7/15 A

JB-12/630-50 50 19 8.7/15 A

JB-12/630-70 70 20.6 8.7/15 A

JB-12/630-95 95 22.2 8.7/15 B

JB-12/630-120 120 23.6 8.7/15 B

JB-12/630-150 150 25.5 8.7/15 C

JB-12/630-185 185 26.7 8.7/15 C

JB-12/630-240 240 29 8.7/15 D

JB-12/630-300 300 31.2 8.7/15 D

JB-12/630-400 400 34.4 8.7/15 E

JB-12/630-500 500 37.2 8.7/15 F
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24KV 电缆型号配置表 24KV Cable Type Configuration Table

产品型号

Product model

多股线芯绞成同心的电缆截

面积

Conductor cross section (mm2）

电缆绝缘层外径

Cable insulation outer

diameter (mm)

电缆型号

Cable type

对应代号

Corresponding code

JB-24/630-35 35 18.6 18/20 B

JB-24/630-50 50 19.6 18/20 B

JB-24/630-70 70 21 18/20 B

JB-24/630-95 95 22.6 18/20 C

JB-24/630-120 120 24.2 18/20 C

JB-24/630-150 150 25.6 18/20 D

JB-24/630-185 185 27.2 18/20 D

JB-24/630-240 240 28.7 18/20 E

JB-24/630-300 300 31.1 18/20 E

JB-24/630-400 400 33.2 18/20 F

注：选型时以电缆外径为决定因素，导体截面为参考。

Note: The outer diameter of the cable is the decisive factor when selecting the model, and the conductor cross section

is the reference.
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欧式可触摸分离式后接头

JBK 12/24KV-630A European Style Touchable Detachable Rear Connector

应用 Application

* 630A欧式后接头可和欧式前接头或另外的后接头连接，提供扩展的电缆连接回路（分支），它不能直接和套

管座、穿墙套管连接：其尾部可直接用绝缘塞堵塞，也可扩展连接另一路欧式后接头或后接避雷器。

* 适用于户内和户外安装。

* 额定电压：8.7/15kV, 18/24kV

* 持续额定电流 630A; （900A过载可持续 8小时）

* 可扩展(JBK)后接头或（HBLQ)系列避雷器，实现多路安装或提供过电压保护。

* 电缆特性：

-铜或铝导体

-具有半导电或金属屏蔽

-电缆导体截面：12kV 25-500mm2, 24kV 25-500mm2

* The 630A European rear connector can be connected to the European front joint or another rear connector to provide

an extended cable connection circuit (branch). It cannot be directly connected to the bushing seat and the wall bushing:

its end can be directly blocked with an insulating plug. It can also be extended to connect another European-style rear

connector or rear-arrester.

* Suitable for indoor and outdoor installation.

* Rated voltage: 8.7/15kV, 18/24kV

* Continuous rated current 630A; (900A overload can last for 8 hours)

* Extendable (JBK) rear connector or (HBLQ) series surge arrester to achieve multi-channel installation or provide

overvoltage protection.

* Cable characteristics:
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-Copper or aluminum conductor

-Has semi-conductive or metal shield

-Cable conductor cross section: 12kV 25-500mm2, 24kV 25-500mm2

型号描述 Type Description

性能 Feature

* 当与适合的欧式可分离式前接头或欧式分离式后接头配合时，提供全屏蔽和全密封可分离连接；

* 可长期在水下和其他恶劣的条件下运行；

* 内置式电容测试点用以测定线路带电状态，须与带电显示器配合使用；

* 无最小相间安全距离要求；

* 安装可以是垂直、水平或任意角度

* When mated with a suitable European style detachable front joint or European style detachable rear connector, it

provides a fully shielded and fully sealed detachable connection;

* Can be operated under water and other harsh conditions for a long time;

* The built-in capacitance test point is used to determine the charged state of the circuit, and must be used in

conjunction with the charged display;

* No requirements for minimum safety distance between phases;

* The installation can be vertical, horizontal or any angle

产品结构 Product Structure

1、双头螺栓：金属螺栓确保导体和套管紧密配合。

2、绝缘层：特有的配方和混合技术确保预制绝缘硅橡胶的优质品质。

3、绝缘子：环氧树脂绝缘子内含有带螺纹金属件可以确保与双头螺栓紧密配合。

4、内半导电层：预制的导电硅橡胶有效的控制电气应力。

5、应力锥：不同尺寸的应力锥配合电缆接头使用，能确保水密封以及电缆应力释放。

6、接地眼：预注到外屏蔽中用于接地线的连接。

7、外半导电层：预制的导电橡胶与电缆屏蔽层搭接使屏蔽连续，并确保外半导电层处于接地状态。
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8、压接端子：全铜或铜铝压接端子适用于铜或铝导体。

1. Double-headed bolts: Metal bolts ensure that the conductor and the bushing are tightly matched.

2. Insulation layer: unique formula and mixing technology ensure the high quality of prefabricated insulating silicone

rubber.

3. Insulator: The epoxy resin insulator contains threaded metal parts to ensure a close fit with the stud bolts.

4. Inner semiconducting layer: Prefabricated conductive silicone rubber effectively controls electrical stress.

5. Stress cone: Stress cones of different sizes are used with cable joints to ensure water sealing and cable stress relief.

6. Grounding eye: pre-injected into the outer shield for the connection of the grounding wire.

7. Outer semiconducting layer: The prefabricated conductive rubber overlaps with the cable shielding layer to make

the shielding continuous and ensure that the outer semiconducting layer is grounded.

8. Crimping terminal: All-copper or copper-aluminum crimping terminal is suitable for copper or aluminum

conductor.

图一：外形尺寸图 图二： 产品构造图

figure 1: overall dimensions figure 2: product structure

安装 Installation

* 无需任何特殊工具，包带或填充；

* 电缆接头安装到相关部件后立即通电运行；

* 提供常规的装配件及安装说明书。

* (特殊要求请与我司联系）
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* No special tools, straps or padding required;

* The cable connector is energized and operated immediately after being installed to the relevant parts;

* Provide regular assembly parts and installation manual.

* (Please contact our company for special requirements)

标准包装 Standard Packaging

* 欧式后接头本体 European style rear connector body

* 应力锥 stress cone

* 压接端子（铜或铜铝）

crimp terminal (copper or copper aluminum)

* 连接铜棒 Connect copper lug

* M16/12双头螺杆 M16/12 double-head screw

* M12螺母、平垫、弹垫

M12 nut, flat washer, spring washer

* 卷尺 tape

* 砂纸 sandpaper

* 美工刀 utility knife

* 创可贴 band Aid

* 清洁纸 cleaning paper

* 硅脂膏 silicone grease

* 手套（白、黄） gloves (white, yellow)

* 手套（一次性） gloves (disposable)

* 密封胶（红色） sealant (red)

* 尼龙扎带（卡扣） nylon cable tie (buckle)

* PVC电气胶带（红、黄、緑）

PVC electrical tape (red, yellow, green)

* 合格证 certificate of quality

* 安装指导说明书 installation instruction manual

12KV 电缆型号配置表 12KV Cable Type Configuration Table

产品型号

Product model

多股线芯绞成同心的电缆截

面积

Conductor cross section (mm2）

电缆绝缘层外径

Cable insulation outer

diameter (mm)

电缆型号

Cable type

对应代号

Corresponding code

JBK-12/630-25 25 16.6 8.7/15 O

JBK-12/630-35 35 17.6 8.7/15 A

JBK-12/630-50 50 19 8.7/15 A

JBK-12/630-70 70 20.6 8.7/15 A

JBK-12/630-95 95 22.2 8.7/15 B

JBK-12/630-120 120 23.6 8.7/15 B

JBK-12/630-150 150 25.5 8.7/15 C

JBK-12/630-185 185 26.7 8.7/15 C

JBK-12/630-240 240 29 8.7/15 D

JBK-12/630-300 300 31.2 8.7/15 D

JBK-12/630-400 400 34.4 8.7/15 E

JBK-12/630-500 500 37.2 8.7/15 F
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24KV 电缆型号配置表 24KV Cable Type Configuration Table

产品型号

Product model

多股线芯绞成同心的电缆截

面积

Conductor cross section (mm2）

电缆绝缘层外径

Cable insulation outer

diameter (mm)

电缆型号

Cable type

对应代号

Corresponding code

JBK-24/630-25 25 16.6 8.7/15 O

JBK-24/630-35 35 17.6 8.7/15 A

JBK-24/630-50 50 19 8.7/15 A

JBK-24/630-70 70 20.6 8.7/15 A

JBK-24/630-95 95 22.2 8.7/15 B

JBK-24/630-120 120 23.6 8.7/15 B

JBK-24/630-150 150 25.2 8.7/15 C

JBK-24/630-185 185 26.7 8.7/15 C

JBK-24/630-240 240 29 8.7/15 D

JBK-24/630-300 300 31.2 8.7/15 D

JBK-24/630-400 400 34.4 8.7/15 E

JBK-24/630-500 500 37.2 8.7/15 F
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欧式可触摸分离式后避雷器

HBLQ 12KV-17/50, 24KV-34/78 European Style Touchable Detachable RearArrester

概述 General

15/45(50)欧式可触摸分离式后避雷器能为电气系统提供可靠的过电压保护。屏蔽型的后接避雷器的外半导电层

确保了安装和维护人员的人身安全及设备的安全运行，同时其抗紫外线，抗老化，防水，防潮的特有性能确保

了产品在恶劣环境下的安全可靠运行。

欧式后接避雷器与欧式前接头或欧式后接头配合，确保电网安全运行。

15/45 (50), 34/78 European-style touchable detachable rear arresters can provide reliable overvoltage protection for

electrical systems. The outer semiconducting layer of the shielded rear arrester ensures the personal safety of the

installation and maintenance personnel and the safe operation of the equipment. At the same time, its unique properties

of anti-ultraviolet, anti-aging, waterproof and moisture-proof ensure the safe and reliable running of the products in

harsh environment..

The European-style rear-connected arrester cooperates with the European-style front joint or the European-style rear

connector to ensure safe operation of the power grid.

型号描述 Type Description
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产品结构 Product Structure

1、 绝缘层：特有的配方和混合技术确保预制绝缘硅橡胶的优质品质；

2、 外半导电层：预制的导电硅橡胶符合 IEEE592标准；

3、 避雷器芯子：由经过特殊工艺处理的氧化锌避雷器阀片组成；

4、 铜质底盖：铜质底盖与避雷器外导电层紧密结合，使避雷器有效防水，并为避雷器提供接地点；

5、 接地线：避雷器下端自带的接地线，用于将雷电冲击电压有效接引到接地位置；

6、 内半导电层：预制的导电硅橡胶有效的控制电气应力；

7、 双头螺栓：金属螺栓确保导体和套管紧密配合；

8、 绝缘子端盖：使产品具有绝缘密封作用。

1. Insulation layer: unique formula and mixing technology ensure the high quality of prefabricated insulating silicone

rubber;

2. Outer semiconducting layer: prefabricated conductive silicone rubber conforms to IEEE592 standard;

3. Arrester core: It is composed of zinc oxide arrester valves processed by special processes;

4. Copper bottom cover: The copper bottom cover is tightly combined with the outer conductive layer of the arrester,

so that the arrester is effectively waterproof and provides a ground point for the arrester;

5. Grounding wire: the grounding wire provided at the lower end of the arrester is used to effectively lead the lightning

impulse voltage to the grounding position;

6. Inner semiconducting layer: prefabricated conductive silicone rubber effectively controls electrical stress;

7. Double-headed bolts: metal bolts ensure that the conductor and the bushing are tightly matched;

8. Insulator end cover: make the product have the effect of insulation and sealing.

12kV产品构造图 12kV product structure 24kV产品构造图 24kV product structure
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标准包装 Standard Packaging

* 欧式后避雷器本体 European style rear arrester body

* 连接铜棒 Connect copper lug

* M16/12双头螺杆 M16/12 double-head screw

* M12螺母、平垫、弹垫

M12 nut, flat washer, spring washer

* 卷尺 tape

* 砂纸 sandpaper

* 美工刀 utility knife

* 创可贴 band Aid

* 清洁纸 cleaning paper

* 硅脂膏 silicone grease

* 手套（白） gloves (white)

* 手套（黄） gloves (yellow)

* 手套（一次性） gloves (disposable)

* 密封胶（红色） sealant (red)

* 尼龙扎带（卡扣） nylon cable tie (buckle)

* PVC电气胶带（红、黄、緑）

PVC electrical tape (red, yellow, green)

* 合格证 certificate of quality

* 安装指导说明书 installation instruction manual

订货信息 Ordering Information

产品名称 product name 产品型号 product model

12KV欧式可触摸分离式后避雷器

12KV European Style Touchable Detachable Rear

Arrester

HBLQ-17/45

12KV欧式可触摸分离式后避雷器

12KV European Style Touchable Detachable Rear

Arrester

HBLQ-17/50

24KV欧式可触摸分离式后避雷器

24KV European Style Touchable Detachable Rear

Arrester

HBLQ-34/78
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PT肘型电缆接头

15KV-200A PT Elbow Type Cable Joint

JDZ12A-10R电压互感器 JSZV16-6,10R电压互感器

voltage transformer voltage transformer

概述 General

PT肘型接头用于为电动操作机构提供操作电源或计量保护用的 JDZ12A-10R互感器高压侧的全绝缘、全屏蔽、

全密封联接，适用电缆截面 35- 120mm2。

为全绝缘、全屏蔽、全密封产品，插拔连接非常简单，有可靠的防松脱装置。适用于 15kV电缆截面为 35-50mm2

的交联聚乙烯电缆。

The PT elbow type joint is used for the fully insulated, fully shielded and fully sealed connection of the high voltage

side of the JDZ12A-10R transformer (as operating power supply or metering protection for electric operating

mechanism). It is suitable for cable cross-sections 35-120mm2.

It is fully insulated, fully shielded and fully sealed product, the plug-in connection is very simple, and has a reliable

anti-loosening device. It is suitable for 15kV polyethylene cable with cross-section 35-50mm2.

b7dd3950-87b3ed8d-999b0e14-cd2b23fc



www.ghorit.com

型号描述 Type Description

标准包装 Standard Packaging

* PT肘型电缆接头本体

PT elbow type cable joint body

* 测试点帽 test point cap

* 接地线 ground wire

* 标志环 mark ring

* 熔断器 fuse

* 清洁纸 cleaning paper

* 硅脂膏 silicone grease

* 压接端子 crimp terminal

* 合格证 certificate of quality

* 安装指导说明书 installation instruction manual

订货信息 Ordering Information

产品名称 product name 产品型号 product model 额定电压 rated voltage 额定电流 rated current

15KVPT肘型电缆接头

15KV PT elbow type cable joint
PT ZT 15kV-200A 15kV 200A
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